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STATE  DEPARTMENT  OF  HEALTH  AND  ENVIRONMENTAL  SCIENCES 
Environmental  Sciences  Division 
Helena,  Montana 

Regulation  54.500 

REGULATIONS  FOR  TRAILER  COURTS 

Regulations  Authorized  by  Section  69-5602,  R.C.M. , 1947 
Trailer  Court  Regulations  Originally  Adopted,  1936 
Revised  May  16,  1953 
Revised  May  11,  1957 
Revised  December  9,  1961 
Revised  January  27,  1968 


A regulation  enforcing  minimum  standards  for  trailer  courts;  establishing 
requirements  for  the  design,  construction,  alteration,  extension  and  maintenance  of 
■trailer  courts  and  related  utilities  and  facilities;  causing  detailed  plans. to  be 
submitted  for  new  trailer  courts  or  for  the  alteration  and  extension  of  trailer 
courts;  authorizing  the  licensing  of  operators  of  trailer  courts;  authorizing  the 
inspection  of  trailer  courts;  and  fixing  penalties  for  violations. 

Section  1:  Definitions  as  Used  in  This  Ordinance: 

a.  Health  Authority  means  the  State  Department  of  Health,  local  health  officer, 
local  sanitarian  or  other  authorized  representative. 

b.  Approved  means  by  the  State  Department  of  Health. 

c.  License  means  a written  license  issued  by  the  State  Department  of  Health 
permitting  a person  to  operate  and  maintain  a trailer  parking  area  under  the 
provisions  of  these  regulations. 

d.  Person  means  any  individual,  firm,  trust,  partnership,  public  or  private 
association  or  corporation. 

e.  Sanitary  Station  means  a facility  used  for  removing  and  disposing  of  wastes  from 
self-contained  trailer  holding  tanks. 

f.  Service  Building  means  a structure  housing  shower  or  bath,  toilet,  lavatory,  and 
such  other  facilities  as  may  be  required  by  this  regulation. 

g.  Sewer  Connection  means  the  connections  consisting  of  all  pipes,  fittings r and 
appurtenances  from  the  drain  outlet  of  the  trailer  to  the  inlet  of  the  corres- 
ponding sewer  riser  pipe  of  the  sewage  system  serving  the  trailer  parking  area. 

h.  Sewer  Riser  Pipe  means  that  portion  of  the  sewer  lateral  which  extends  vertically 
to  the  ground  elevation  and  terminates  at  each  trailer  space. 

i.  Trailer  means  any  of  the  following: 

1.  Travel  Trailer  means  a vehicular,  portable  structure  built  on  a chassis,  de- 
signed  to  be  used  as  a temporary  dwelling  for  travel,  recreational  and  vaca- 
tion uses;  and,  when  factory  equipped  for  the  road,  it  shall  have  a body  width 
not .exceeding  eight  feet  and  a body  length  not  exceeding  32  feet. 
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2.  Pick-up  Coach  means  a structure  designed  to  be  mounted  on  a truck  chassis  for 
use  as  a temporary  dwelling  for  travel,  recreation  and  vacation. 

3.  Motor-home  means  a portable,  temporary  dwelling  to  be  used  for  travel, 
recreation  and  vacation,  constructed  as  an  integral  part  of  a self-propelled 

vehicle. 

4.  Camping  Trailer  means  a canvas  or  folding  structure  mounted  on  wheels  and 
designed  for  travel,  recreation  and  vacation  use. 

5.  Mobile  Home  means  any  vehicle  or  similar  portable  structure  designed  for  use 
as  a conveyance  upon  highways  so  designed  or  constructed  as  to  permit 
occupancy  for  dwelling  or  sleeping  purposes. 

j.  Dependent  Trailer  means  a trailer  which  has  no  toilet,  lavatory,  and  bathing 
facilities. 

k.  Independent  Trailer  means  a trailer  which  has  a toilet,  lavatory,  and  bathing 
facilities.  Omission  of  one  or  more  of  these  facilities  will  classify  the 
trailer  as  a dependent  trailer. 

l.  Self-contained  Trailer  means  a trailer  which  can  operate  independently  of 
connections  to  sewer,  water  and  electric  systems.  It  contains  a water-flushed 
toilet  and/or  lavatory,  shower  and  kitchen  sink,  either  or  all  of  which  are 
connected  to  water  storage  and  sewage  holding  tanks  located  within  the  trailer. 

m.  Trailer  Court  means  a parcel  of  land  in  which  two  or  more  spaces  are  occupied 
or  intended  for  occupancy  by  trailers  for  dwelling  purposes. 

n.  Trailer  Space  means  a parcel  of  land  in  a trailer  parking  area  for  the  placement 
of  a single  trailer  and  the  exclusive  use  of  its  occupants. 

o.  Water  Connection  means  the  connection  consisting  of  all  pipes,  fittings,  and 
appurtenances  from  the  water  riser  pipe  to  the  water  inlet  pipe  of  the  distribu- 
tion system  within  the  trailer. 

p.  Water  Riser  Pipe  means  that  portion  of  the  water  supply  system  serving  the 
trailer  parking  area  which  extends  vertically  to  the  ground  elevation  and 
terminates  at  a designated  point  at  each  trailer  space. 

o Water  Station  means  a facility  for  supplying  water  storage  tanks  of  trailers 
with  potable  water. 

r.  St op- and- Waste  Valve  is  defined  as  any  unit  that  permits  the  outlet  valve' to  be 
drained  through  a port  or  drain  hole  provided  in  the  valve . 

Section  2:  Plan  and  Specification  Review: 


2.1  Scaled  layout  plans  of  a proposed  house  trailer  park  shall  be  prepared  and  sub- 
mitted to  the  State  Department  of  Health,  the  local  health  authority,  and  the 
local  legal  zoning  authority,  if  any,  for  approval  prior  to  the  establishing  of 
a house  trailer  park  or  the  enlarging  of  an  existing  house  trailer  park. 

2.2  Detailed  layout  plans  shall  show: 
a.  Legal  description  of  property. 
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b.  Number  and  size  of  all  trailer  spaces  and  detail  of  each  typical  lot 
(if  different). 

c.  Location  and  width  of  roadways  and  walkways. 

d.  Location  and  distances  between  water  and  sewer  lines  below  ground  and  dis- 
tances between  water  and  sewer  risers  above  ground.  Include  pipe  diameters. 

e.  Cross  section  of  septic  tank  including  dimensions  and  lengths  of  absorption 
field,  dimensions  of  seepage  pits  or  dry  wells,  depth  and  width  of  trenches 
if  applicable. 

f.  Cross  section  of  water  and  sewer  connections  and  risers.  Include  pipe 
diameters . 

g.  Results  of  soil  percolation  test  for  septic  disposal  if  applicable. 

h.  Cross  section  of  well  showing  depth  of  well,  depth  of  casing,  casing  diameter, 
casing  seal,  location  of  pump  and  pressure  system,  details  of  spring  and 
chlorination  system  if  applicable.  If  water  is  from  a well,  a log  of  the  well 
shall  be  provided;  such  forms  are  available  from  the  State  Department  of  Health 
or  well  driller. 

i.  Water  and  sewer  line  gradients  and  pipe  material. 

j.  Distance  between  water  and  sewerage  lines. 

k.  Direction  of  underground  flow  of  water,  indicated  by  arrow  on  face  of  plans. 

l.  Location  of  sewer  line  vents,  and  distances  between  clean  outs  and  traps, 
and  a typical  cross  section  of  each. 

m.  Height  of  water  table  at  its  normal  seasonal  peak. 

n.  Detail  of  typical  electrical  service  connection(s) . 

o.  Location(s)  and  detail  of  refuse  storage  area(s). 

p.  Location  and  detail  of  service  building  if  requirement  not  excluded  by 
regulation. 

2.3  When,  after  review  of  the  application,  plans  and  inspection,  the  health  authority 
is  staisfied  that  the  trailer  park  meets  the  requirements  of  these  regulations,  a 
license  to  operate  shall  be  issued. 

2.4  Any  person  whose  application  for  a license  under  this  regulation  has  been  denied 
may  request  and  shall  be  granted  a hearing  on  the  matter  before  the  State  Board 

of  Health  under  the  procedure  provided  by  the  licensing  policy  for  trailer  courts. 


Section  3:  Licenses: 


3.1  It  shall  be  unlawful  for  any  person  to  operate  any  trailer  parking  area  within 
the  State  of  Montana  unless  he  holds  a valid  license  issued  annually  by  the 
health  authority  in  the  name  of  such  a person  for  the  specific  trailer  park. 
Licenses  shall  expire  on  December  31  of  the  year  in  which  issued. 
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Fig.  1 Typical  Travel  Trailer  Parking  Area 


Fig.  2 Typical  Back-In  Parking  Spaces 
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3.2  Every  person  holding  a license  shall  give  notice  in  writing  to  the  health  author- 
ity after  having  sold,  transferred,  given  away  or  otherwise  disposed  of  interest 
in  or  control  of  any  trailer  park.  Such  notice  shall  include  the  name  and 
address  of  the  person  succeeding  to  the  ownership  or  control  of  such  trailer 
park.  Upon  application  in  writing  for  issue  or  renewal  of  the  license  and  de- 
posit of  a fee  of  five  dollars  ($5),  the  license  shall  be  issued  or  renewed 
if  the  parking  area  is  in  compliance  with  all  applicable  provisions  of  these 
regulations  issued  hereunder.  Annual  issue  of  licenses  can  be  made  upon  recora- 
mendation  of  the  health  authority,  the  lcoal  sanitarian  or  the  lcoal  health  officer. 

Section  4:  Inspection  of  Trailer  or  Mobile  Home  Parking  Areas: 


4.1  The  health  authority  is  hereby  authorized  and  directed  to  make  such  inspections 
as  are  necessary  to  determine  satisfactory  compliance  with  the  regulations. 

4.2  It  shall  be  the  duty  of  every  occupant  of  a trailer  park  to  give  the  owner  there- 
of or  his  agent  or  employees  access  to  any  part  of  such  trailer  parking  area  or 
its  premises  at  reasonable  times  for  the  purpose  of  making  such  repairs  or  alter- 
ations as  are  necessary  to  effect  compliance  with  these  ‘regulations  issued  here- 
under, or  with  any  lawful  order  issued  pursuant  to  the  provisions  of  them. 


Section  5:  Environmental,  Open  Space  and  Access  Requirements: 


5.1  General  Requirements:  Conditions  of  soil,  groundwater  level,  drainage  and  topo- 

graphy shall  not  create  hazards  to  the  property  or  the  health  or  safety  of  the 
occupants. 

5.2  Soil  and  Ground  Cover  Requirements:  Exposed  ground  surfaces  in.  all  parts  of 

every  parking  area  shall  be  paved,  oiled  or  covered  with  stone  screenings  or 
other  approved  solid  material,  or  protected  with  a vegetative  growth  that  is 
capable  of  preventing  soil  erosion  and  of  eliminating  objectionable  dust. 

5.3  Required  Separation  Between  Trailers:  Trailers  shall  be  separated  from  each 

other  and  from  other  structures  by  at  least  15  feet.  Any  accessory  structure 
such  as  attached  awnings,  carports,  or  individual  storage  facilities  shall,  for 
purposes  of  this  separation  requirement,  be  considered  to  be  part  of  the  trailer. 

5.4  Required  Setbacks  from  Public  Streets:  All  trailers  shall  be  located  at  least 

25  feet  from  the  property  line  boundary  line  abutting  upon  a public  street  or 
highway  and  at  least  10  feet  from  other  boundary  lines  of  the  development. 

Where  local  ordinances  specify  other  distances,  the  more  stringent  requirements 
shall  apply. 

5.5  Park  Street  System: 

a.  General  requirements:  All  parking  areas  shall  be  provided  with  safe  and 

convenient  vehicular  access  from  abutting  public  streets  or  roads  to  each 
trailer  space.  Alignment  and  gradient  shall  be  properly  adapted  to  topo- 
graphy. Surfacing  and  maintenance  shall  provide  a smooth,  hard  and  dense 
surface  which  shall  be  well  drained. 

b.  Access : Access  to  trailer  parking  areas  shall  be  designed  to  minimize  con- 

gestion and  hazards  at  their  entrance  to  exit  and  allow  free  movement  of 
traffic  on  adjacent  streets.  All  traffic  into  or  out  of  the  parking  areas 
shall  be  through  such  entrances  and  exits. 
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c.  Internal  Streets:  Surfaced  roadways  should  be  of  adequate  width  to  accommo- 

date anticipated  traffic,  and  in  any  case,  should  meet  the  following  minimum 
requirements : 

One-way,  no  parking  11  feet  (Acceptable  only  if  less  than 

500  feet  total  length  and  serving  less 
than  25  trailer  spaces.) 

One-way,  parking  on  one  side  only, 

or  two-way,  no  parking  18  feet  (Acceptable  only  if  serving  less 

than  50  trailer  spaces.) 

Two-way,  no  parking 24  feet 

Two-way,  parking  on  one  side  only  ....  27  feet 

Two-way,  parking  on  both  sides  34  feet 


Section  6:  Water  Supply: 


6.1  General  Requirements:  An  accessible,  adequate,  safe,  and  potable  supply  of  water 

shall  be  provided  in  each  trailer  park.  Where  a public  supply  of  water  of  satis- 
factory quantity  and  pressure  is  available,  connection  shall  be  made  thereto  and 
its  supply  used  exclusively.  When  a satisfactory  public  water  supply  is  not 
available,  a private  water  supply  system  may  be  developed  and  used  as  approved  by 
the  health  authority. 

6.2  Source  of  Supply: 

a.  The  water  supply  shall  be  capable  of  supplying  50  gallons  per  space  per  day 
for  all  spaces  lacking  individual  water  connections  and  250  gallons 

per  space  per  day  plus  40%  for  all  spaces  provided  with  individual  water 
connection. 

b.  Every  well  or  suction  line  of  the  water  supply  system  shall  be  cased,  grouted, 
located  and  contructed  in  such  a manner  that  neither  underground  nor  surface 
contamination  will  reach  the  water  supply  from  any  source.  The  following  mini- 
mum distances  between  wells  and  various  sources  of  contamination  shall  be  re- 
quired. 


Well  or  Suction  Line 

Contamination  Sources 

Distance  in  Feet 

Building  Sewer 

50 

Septic  Tank 

50 

Disposal  Field 

100 

Seepage  Pit-Dry  Well 

100 

c.  No  well  casing  shall  terminate  in  any  pit  or  space  extending  below  ground 
level.  All  well  casings  shall  be  properly  sealed  and  shall  terminate  above 
the  ground  level  by  at  least  1 foot  and  by  at  least  6 inches  above  the  well 
house  floor.  All  casings  shall  be  surrounded  by  a concrete  floor  or  collar 
extending  at  least  3 feet  in  all  directions  and  shall  slope  away  from  the 
casing. 
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6.3 


Water  Storage  Facilities:  All  water  storage  reservoirs  shall  be  covered,  water- 

tight  and  constructed  of  impervious  material.  Overflows  and  vents  of  such  re- 
servoirs shall  be  effectively  screened.  Manholes  shall  be  constructed  with  metal 
overlapping  covers,  so  as  to  prevent  the  entrance  of  contaminating  material. 

6.4  Water  Distribution  System: 

. a.  All  water  piping,  fixtures,  and  other  equipment  shall  be  constructed  and 

maintained  in  accordance  with  State  Plumbing  Code  and/or  local  plumbing  codes 
and  shall  be  of  a type  and  in  locations  approved  by  the  health  authority. 

b.  The  water  piping  system  shall  not  be  connected  to  non-potable  or  questionable 
water  supplies  and  shall  be  protected  against  the  hazards  of  backflow  or  back 
siphonage . 

c.  The  system  shall  be  so  designed  and  maintained  so  as  to  provide  a pressure  of 
not  less  than  20  pounds  per  square  inch,  normal  operation  conditions  at 
service  buildings  and  other  locations  requiring  potable  water  supply. 

GUIDE  FOR  WATER  LINES- 

Number  of  Trailers  Minimum  Water  Line  Size  Minimum  Volume  Water  Needed 


1 

3/4 

l'nr.h, 

2 

,3/4 

inch 

3 

, . .1 

inch 

4 

, . .1 

inch 

5 

1/2 

inches 

6 

1/2 

inches 

7 

1/2 

inches 

8 

1 

1/2 

inches 

9 

1/2 

inches 

10 

1 

1/2 

inches 

10-12 

inches 

12-14 

inches 

14-16 

inches 

16-18 

inches 

18-20 

...3 

inches 

20-25 

...3 

inches 

25-30 

inches 

30-35 

inches 

35-40 

inches 

40-45 

. . .4 

inches 

45-50 

inches. 

50-70 

inches 

for  each  trailer 

70-100 

inches 

for  each  trailer 


*Notea: 

l.  These  figures  are  provided  as  a guide . In  most  cases,  particularly  u non  a large 

number  of  trailers  are  connected,  a thorough  engineering  study  should  be  provided 
by  the  applicant  to  determine  actual  needs. 
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FOR  UNOCCUPIED  LOT 
CLOSE  RISER  E WITH 
RUBBER  SEWER  RING 
D 6 TIGHTEN  WITH 
BOLT  a PLATES 


ALL  JOINTS  AT  SEMI-RIGID  PIPE 
SHOULD  HAVE  A STAINLESS  STEEL 
CLAMP  TO  INSURE  TIGHT  CONNECTIONS 


3"  I.D.  DRAIN  OUTLET 
46*  OR  22  '/2*  ELBOW 
SEMI-RIGID  PIPE 
RUBBER  SEWER  RING 
SEWER  RISER  PIPE 


Fig.  4 Sewer  Service  Connection 


6"  COLD 
LEAD  8 
PLUG 

PREFABRICATED 

PRODUCT. 


V4"  I.D.  PIPE,  CAPPED 
IF  NOT  IN  USE 

3*  I.D.  PLASTIC  PIPE 
BOTH  ENDS  SEALED 
FILLED  WITH  GLASS 
.FIBER  INSULATION 

2‘  HEATER  CABLE 
AT  5 WATTS/ FOOT 


TYPE  B 


2*  THK  x 6V2*  DIA.  DISC 
LOCKED  WITH  CLAMP 

6"  CONCRETE  OR  V.C.  PIPE 
3/4"  ID.  RISER  PIPE 

ENCLOSED  AIR  SHAFT 
SAND 


DETAIL  OF  WATER  RISER  PIPE 
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2. 


The  previous  pipeline  sizes  are  based  on  having  50  psi  pressure  at  the  water 
source  and  a minimum  pressure  of  20  psi  at  each  trailer . Where  larger  areas  of 
grass  are  to  be  watered  in  a trailer  court,  the  number  of  connections  for  the 
line  sizes  shown  should  be  reduced  and  the  volume  of  water  provided  should  be 
increased  accordingly.- 

3 . Where  appreciable  storage  is  provided,  the  minimum  capacity  flows  may  be  reduced. 

6.5  Watering  Stations:  Each  trailer  or  mobile  home  park  accommodating  trailers 
with  water  storage  tanks  shall  be  provided  with  1 or  more  easily  accessible 
water  supply  outlets  for  filling  the  trailer  water  storage  tanks.  Such  water 
supply  outlets  shall  consist  of  at  least  a water  hydrant  and  the  necessary 
appurtenances  and  shall  be  protected  against  the  hazards  of  backflow,  back 
siphonage,  and  hose  contamination. 

6.6  Individual  Water  Connection:  If  facilities  for  individual  water  service 

connections  are  provided,  the  following  requirements  shall  apply: 

a.  Riser  pipes  provided  for  individual  water-service  connection  shall  be  so  lo- 
cated and  constructed  that  they  will  not  be  damaged  by  the  parking  of  trailers. 

b.  Water  riser  pipes  shall  extend  at  least  four  inches  above  ground  elevation. 

The  pipe  size  shall  be  at  least  three-quarters  of  an  inch.  Each  shall  be 
provided  with  double  faucets.  See  Page  8. 

c.  Adequate  provisions  shall  be  made  to  prevent  freezing  of  service  lines,  valves 
and  riser  pipes. 

d.  Stop-and-waste  valves  and  cocks  may  be  installed  in  an  underground  service 
line  only  under  the  following  conditions: 

1.  Stop-and-waste  valve  must  be  located  well  above  level  of  water  table 
and  in  soil  providing  good  drainage. 

2.  An  inspection  pipe  at  least  6 inches  in  diameter  shall  extend  from  the 
stop-and-waste  valve  to  the  ground  surface.  This  shall  be  used  to  in- 
spect condition  of  area  surrounding  stop-and-waste  valve.  At  least  6 
inches  of  air  space  must  be  provided  between  stop-and-waste  valve  and 
bottom  of  inspection  opening. 

3.  When  stop-and-waste  valves  are  used  there  must  be  at  least  10  feet 
horizontal  distance  between  sewer  line  connection  and  stop-and-waste 
valve . 

4.  Water  must  not  be  permitted  to  pool  around  stop-and-waste  valve. 

e.  Valves  shall  be  provided  for  the  outlet  of  each  water  service  connection. 

They  shall  be  turned  off  and  the  outlets  capped  or  plugged  when  not  in  use. 

6.7  Operators  of  courts  containing  10  or  more  spaces  served  by  a private  water 
supply  shall  be  certified  in  compliance  with  Sections  69-5901  through  69-5912, 
R.C.M. , 1947. 
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Fig.  6 Plan  View  of  Sanitary  Station 


Fig.  7 Sectional  Views  of  Sanitary  Station 
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Section  7:  Sewage  Disposal 


7.1  General  Information:  An  adequate  and  safe  sewage  system  shall  be  provided  in 

aqq  trailer  parking  areas  for  conveying  and  disposing  of  all  sewage.  Such 
systems  shall  be  designed,  constructed  and  maintained  in  accordance  with  State 
and/or  local  plumbing  codes. 

7.2  Sanitary  Stations 

a.  A sanitary  station  when  required  shall  be  provided  consisting  of  at  least 
a trapped  4-inch  sewer  riser  pipe  connected  to  the  trailer  parking  area 
sewage  system  surrounded  at  the  inlet  end  by  a concrete  apron  sloped  to  the 
drain  and  provided  with  a suitable  self-closing  hinged  cover,  and  a water 
outlet  with  the  approved  anti-back  siphoning  devices  connected  to  the  park- 
ing area  water  supply  system  to  permit  periodic  washdown  of  the  immediate 
adjacent  area. 

b.  Each  trailer  park  accommodating  self-contained  units  shall  be  provided  with 
a sanitary  station  in  the  ratio  of  one  for  every  100  self-contained  trailers 
or  fraction  thereof. 

c.  Sanitary  stations  shall  be  screened  from  other  activities  by  visual  barriers 
such  as  fences,  walls  or  natural  growth  and  shall  be  separated  from  any 
trailer  space  by  a distance  of  at  least  50  feet . 

7.3  Sewer  Lines:  All  sewer  lines  shall  be  located  in  trenches  of  sufficient  depth 
so  as  to  be  protected  from  breakage  by  traffic  or  other  movements.  They  shall 
be  separated  from  the  water  supply  system  by  at  least  10  feet  below  grade  and 
by  at  least  6 feet  at  finished  grade  unless  stop-and-waste  valves  are  used. 
Sewers  shall  be  at  a grade  which  will  insure  a velocity  of  two  feet  per  second 
when  flowing  full.  All  sewer  lines  shall  be  constructed  of  materials  approved 
by  the  health  authority,  shall  be  adequately  vented  and  shall  have  water-tight 
joints . 

GUIDE  FOR  SEWER  LINES 


Number  of  Trailers 

Minimum  Sewer  Size 

Minimum  Sewer  Grade  j 

1-15 

4 inches 

* 

1.25% 

| 15-40 

6 inches 

0.62% 

Above  40 

1 

8 inches 

0.40% 

7.4  Individual  Sewer  Connection:  If  facilities  for  individual  sewer  connections  are 

required,  the  following  requirements  shall  apply: 

a.  The  sewer  riser  pipe  (see  definition)  shall  have  a 4-inch  diameter  and  shall 
be  so  located  on  the  trailer  space  that  the  sewer  connection  to  the  trailer 
drain  outlet  will  approximate  a vertical  position. 

b.  The  sewer  connection  (see  definition)  shall  have  a nominal  inside  diameter 
of  ax  least  three  inches  and  the  slop  of  any  portion  thereof  shall  be  at 
least  one-fourth  inch  per  foot.  The  sewer  connection  shall  consist  of  one 
pipe  line  only  without  any  branch  fittings.  All  joints  shall  be  watertight. 
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c.  All  materials  used  for  sewer  connections  shall  be  corrosion  resistant, 

non-absorbent  and  durable.  The  inner  surface  shall  be  smooth.  They  shall 
be  of  cast  iron  with  leaded  joints  for  at  least  10  feet  on  each  side  of 

the  point  where  sewer  lines  cross  over  or  under  any  water  line. 

d.  Provision  shall  be  made  for  plugging  or  capping  the  sewer  riser  pipe  when  a 

trailer  does  not  occupy  the  space.  Surface  drainage  shall  be  diverted  away 

from  the  riser  by  a concrete  collar  or  apron  extending  at  least  12  inches 
radially  from  the  riser.  Collars  should  be  about  4 inches  thick. 

7.5  Sink  Wastes:  No  liquid  wastes  from  sinks  shall  be  discharged  onto  or  allowed  to 

accumulate  on  the  ground  surface. 

7.6  Sewage  Treatment  and/or  Discharge:  Where  the  sewer  lines  of  the  trailer  park 

are  not  connected  to  a public  sewer,  all  proposed  sewage  disposal  facilities 
shall  be  approved  by  the  State  Department  of  Health  and  Environmental  Sciences 
prior  to  construction.  Effluents  from  sewage  treatment  facilities  shall  not  be 
discharged  into  any  water  or  on  the  surface  of  any  ground  of  the  state  except 
with  prior  approval  of  the  State  Department  of  Health  and  Environmental  Sciences. 
All  subsurface  disposal  facilities  such  as  absorption  trenches,  seepage  beds, 
seepage  pits  or  dry  wells  shall  be  constructed  so  that  a minimum  of  four  (4) 
feet  of  undisturbed  ground  shall  separate  the  bottom  of  the  absorption  facility 
from  ground  water  at  its  seasonal  highest  level.  All  subsurface  absorption 
facilities  shall  be  constructed  so  that  they  are  not  under  trailers  or  road- 
ways and  must  be  at  least  100  feet  from  an  open  body  of  water.  Septic  tank 
sizes  are  calculated  as  follows: 


SEPTIC  TANK  SIZES  FOR  COURTS  OF  VARIOUS  NUMBERS  OF  UNITS 


Number  of  Trailers 
Served  per  Septic  Tank 

Minimum  Size  of  Septic 
Tank  Needed 

Recommended 
Cleaning  Frequency 

1 

750  gallons 

Generally,  when  sludge 

2 

1,000  gallons 

accumulates  to  2 feet  in 

3 

1,250  gallons 

depth,  but  in  no  case 

4 

1,500  gallons 

should  sludge  be  allowed 

5 

2,000  gallons 

to  accumulate  closer 

6 

2,250  gallons 

than  1 foot  from  the 

7 

2,500  gallons 

bottom  of  the  baffled 

• 

outlet. 

For  over  7 spaces,  provide  at  least  200  gallons  additional  capacity  for  each 
unit. 


All  septic  tanks  must  be  provided  with  a 4"  I.D.  inspection — clean  out  port 
terminating  at  ground  level.  Such  port  shall  be  securely  capped  or  plugged 
when  not  in  use. 


7.7  Operators  of  courts  containing  10  or  more  spaces  served  by  a non-municipal  system 
shall  be  certified  in  compliance  with  Sections  69-5901  through  69-5912,  R.C.M.  1947. 

7.8  Calculating  Size  of  Absorption  Field:  The  size  of  any  sewage  absorption  field 

depends  upon: 

a.  The  amount  of  sewage  effluent  per  day. 

b.  The  absorptive  quality  of  the  soil. 

Point  No.  b is  determined  by  a percolation  test.  The  following  table 
shows  rate  of  percolation  using  water  and  the  approximate  gallons  of  sewage 
which  could  be  absorbed: 
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RATE  OF  PERCOLATION 

If  your  soil  absorbs  1 inch  of  water  in 

each  square  foot  of  this  soil  will  absorb 

0 minutes 

10.0  gallons  per  day 

1 minute  or  less 

5.0  gallons  " " 

2 minutes 

3 , 5 gallons  " " 

3 minutes 

2.9  gallons  " " 

4 minutes 

2.5  gallons  " " 

5 minutes 

2.2  gallons  " " 

6 minutes 

2.0  gallons  " 

7 minutes 

1.9  gallons  " " 

8 minutes 

1.8  gallons  " " 

9 minutes 

1.7  gallons  " " 

10  minutes 

1.6  gallons  " " 

15  minutes 

1.3  gallons  " " 

30  minutes 

.9  gallons  " " 

45  minutes 

.8  gallons  " " 

60  minutes 

.6  gallons  " " 

Section  3:  Service  Buildings  and  Other  Service  Facilities 

8.1  General:  The  requirements  of  this  section  shall  apply  to  service  buildings, 

recreation  buildings,  and  other  service  facilities  such  as: 

a.  Management  offices,  repair  shops,  and  storage  areas. 

b.  Sanitarian  facilities. 

8.2  Service  Building 

a.  A central  service  building  containing  the  necessary  toilet  and  other 
plumbing  fixtures  specified  shall  be  provided  in  trailer  or  mobile  home 
parks  which  provide  parking  spaces  for  dependent  trailers.  Service 
buildings  shall  be  conveniently  located  within  a radius  of  approximately 
300  feet  to  all  spaces  to  be  served.  Laundry  facilities  shall  be 
required  in  addition  to  the  following.  If  laundry  facilities  are 
conveniently  located  to  the  trailer  court , the  laundry  facility 
requirement  may  be  considered  for  waiver  by  the  local  health  authority. 


No.  of 
Dependent 
Parking 
Spaces 

Toilets 
Men  Women 

Urinals 

Men 

Lavatories 
Men  Women 

Showers 
Men  Women 

Other 

Fixtures 

1-15 

1 

1 

1 

1 

1 

1 

1 

At  least 

16  - 30 

1 

2 

1 

2 

2 

1 

1 

one 

31  - 45 

2 

2 

1 

3 

3 

1 

1 

j anitor 

46  - 60 

2 

3 

2 

3 

3 

2 

2 

sink  per 

61  - 80 

3 

4 

2 

4 

4 

2 

2 

service 

81  - 100 

3 

4 

2 

4 

4 

3 

3 

building 
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Fig.  9 Details  of  Typical  Mobile  Home  Stand 
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WATER  MAIN 


b.  Where  a trailer  park  is  designed  for  and  exclusively  limited  to  use  by 
self-contained  trailers,  at  least  one  sanitary  station  and  watering 
station  shall  be  provided. 

c.  When  a trailer  park  requiring  a service  building  is  operated  in  connection 
with  a resort  or  other  business  establishment  (cabins,  dude  ranches)  the 
number  of  sanitary  facilities  for  such  business  establishments  shall  be  in 
excess  of  thoru  required  by  the  schedule  for  trailer  spaces  and  shall  be 
based  on  the  total  number  of  persons  using  such  facilities. 

8.  3 Structural  Requirements  for  buildings 

a.  All  portions  of  the  structure  shall  be  properly  protected  from  damage  by 
ordinary  use  and  by  decay,  corrosion,  termites,  and  other  destructive 
elements.  Exterior  portions  shall  be  of  such  materials  and  be  so  constructed 
and  protected  as  to  prevent  entrance  or  penetration  of  moisture  and  weather. 

b.  All  rooms  containing  sanitary  or  laundry  facilities  shall: 

1.  Have  sound  resistant  walls  extending  to  the  ceiling  between  male  and 

and  female  sanitary  facilities.  Walls  and  partitions  around  showers,  bath 
tubs,  lavatories  and  other  plumbing  fixtures  shall  be  constructed  of  dense 
non-absorbent , water-proof  material  or  covered  with  moisture  resistant 
material. 

2.  Have  at  least  one  window  or  skylight  facing  directly  to  the  outdoors. 

The  minimum  aggregate  gross  area  of  windows  for  each  required  room 
shall  be  not  less  than  10  percent  of  the  floor  area  served  by  them. 

3.  Have  at  least  two  windows  which  can  be  easily  opened  or  a mechanical 
device  which  will  adequately  ventilate  the  room. 

c.  Toilets  shall  be  located  in  separate  compartments  equipped  with  self-closing 
doors.  The  shower  stalls  shall  be  of  the  individual  type.  The  rooms  shall 
be  screened  to  prevent  direct  view  of  the  interior  when  the  exterior  doors 
are  open . 

d.  Illumination  levels  shall  be  maintained  as  follows: 

1.  General  seeing  tasks 10  foot  candles. 

2.  Laundry  room  work  tasks 40  foot  candles. 

3.  Toilet  room — in  front  of  mirrors 40  foot  candles. 

e.  Hot  and  cold  water  shall  be  piped  to  every  lavatory,  sink,  bathtub,  shower, 
and  laundry  fixture,  and  cold  water  shall  be  furnished  to  every  water  closet 
and  urinal. 

8.1*  Barbecue  Pits,  Fireplaces,  Stoves,  and  Incinerators:  Cooking  shelters,  barbecue 

pits,  fireplaces,  woodburning  stoves,  and  incinerators  shall  be  located,  con- 
structed, maintained  and  used  so  as  to  minimize  fire  hazard  and  smoke  nuisance 
both  on  the  property  on  which  used  and  on  neighboring  property.  No  open  fire 
shall  be  permitted  except  in  facilities  provided.  No  open  fire  shall  be  left 
unattended.  No  fuel  shall  be  used  and  no  material  burned  which  emits  dense 
smoke  or  objectionable  odors. 
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TYPICAL  layout  of  trailer  space 

Fig.  10 


Fig.  11 


SUITABLE  HOLDER  FOR  REFUSE  CONTAINERS 


Section  9:  Refuse  Handling 


9.1  The  storage , collection  and  disposal  of  refuse  in  the  trailer  park  shall  be  so 
conducted  as  to  create  no  health  hazards,  rodent  harborage,  insect  breeding 
areas,  accident  or  fire  hazards,  or  air  pollution. 

9.2  All  refuse  shall  be  stored  in  galvanized  flytight,  watertight,  rodent  proof 
containers  or  in  other  suitable  containers  with  secured  lids,  which  shall  be 

' located  not  more  than  150  feet  from  any  trailer  space.  Containers  shall  be 
provided  in  sufficient  number  and  capacity  to  properly  store  all  refuse  between 
collections . 

9.3  Refuse  collection  stands  shall  be  provided  for  all  refuse  containers.  Such 
container  stands  shall  be  designed  so  as  to  prevent  containers  from  being 
tipped,  to  minimize  spillage  and  container  deterioration  and  facilitate 
cleaning  around  and  under  them. 

9.4  All  refuse  containing  garbage  shall  be  collected  at  least  twice  weekly.  Where 
suitable  collection  service  is  not  available  from  municipal  or  private  agencies, 
the  owner  or  operator  of  the  trailer  park  shall  provide  this  service.  All 

refuse  shall  be  collected  and  transported  in  covered  vehicles  or  covered  containers. 

9.5  Refuse  incinerators  shall  be  constructed  in  accordance  with  engineering  plans  and 
specifications  which  shall  be  reviewed  and  approved  by  the  health  authority. 

9.6  Incinerators  shall  be  operated  only  when  attended  by  some  person  specifically 
authorized  by  the  owner  or  operator  of  the  trailer  park. 

9.7  Burning  barrels  shall  not  be  permitted. 

Section  10:  Insect  and  Rodent  Control 


10.1  Grounds,  buildings  and  structures  shall  be  maintained  free  of  insect  and  rodent 
harborage  and  infestation.  Extermination  methods  and  other  measures  to  control 
insects  and  rodents  shall  conform  with  the  requirements  of  the  health  authority. 

10.2  Parking  areas  shall  be  maintained  free  of  accumulations  of  debris  which  may 
provide  rodent  harborage  or  breeding  places  for  flies,  mosquitoes,  and  other  pests. 

10.3  Storage  areas  shall  be  maintained  so  as  to  prevent  rodent  harborage;  lumber, 
pipe  and  other  building  materials  shall  be  stored  neatly  at  least  one  foot 
above  the  ground. 

10.4  Where  the  potential  for  insect  and  rodent  infestation  exists,  all  exterior 
openings  in  or  beneath  any  structures  shall  be  appropriately  screened  with 
wire  mesh  or  other  suitable  materials . 

10.5  The  growth  of  brusn,  weeds  and  grass  shall  be  controlled  to  prevent  harborage 
of  ticks,  chiggers , and  other  noxious  insects.  Parking  areas  shall  be  so 
maintained  as  to  prevent  the  growth  of  ragweed,  poison  ivy,  poison  oak,  poison 
sumac  and  other  noxious  weeds  considered  detrimental  to  health.  Open  areas 
shall  be  maintained  free  of  heavy  undergrowth  of  any  description. 

Section  11:  Fuel  Supply  and  Storage 

11.1  Liquefied  Petroleum  Gas:  Liquefied  petroleum  gas  shall  be  stored  in  accordance 

to  the  N.F.P.A.  requirement  #58,  Storage  and  Handling  Liquefied  Gases,  1967, 

USAS  Z106.1. 
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11.2  Fuel  Oil  Storage 

a.  All  fuel  oil  storage  tanks  or  cylinders  shall  be  securely  fastened  in 
place  and  shall  not  be  located  inside  or  beneath  any  trailer  or  less  than 
five  feet  from  any  trailer  exit . 

b.  Storage  tanks  located  in  areas  subject  to  traffic  shall  be  protected 
against  physical  damage. 

Section  12:  Fire  Protection 


12.1  The  trailer  parking  areas  shall  be  subject  to  the  rules  and  regulations  of  the 
state  and/or  local  fire  prevention  authority. 

12.2  Trailer  parking  areas  shall  be  kept  free  of  litter,  rubbish,  and  other 
burnable  materials. 

12.3  Fire  fighting  devices  of  a type  approved  by  the  state  or  local  fire  prevention 
authority  shall  be  kept  at  all  locations  designated  by  such  fire  prevention 
authority  and  shall  be  maintained  in  good  operating  condition. 

12.4  When  water  will  be  used  for  fire  fighting  purposes,  consideration  should  be 
given  to  larger  water  mains  than . specified  on  Page  8. 

12.5  Fires  shall  be  made  only  in  stoves,  incinerators,  and  other  equipment  intended 

for  such  purposes . 

Section  13:  Miscellaneous  Requirements 

13.1  Supervision : The  person  to  whom  a license  is  issued  at  all  times  shall  operate 
the  trailer  parking  area  in  compliance  with  these  regulations  and  shall  provide 
adequate  supervision  to  maintain  the  trailer  parking  area,  its  facilities,  and 
equipment  in  good  repair  and  in  a clean  and  sanitary  condition  at  all  times. 

If  any  requirement  contained  in  these  sections  is  in  conflict  with  any 
local  ordinance,  the  more  stringent  requirement  shall  prevail. 

13.2  Registration  of  Occupants:  Every  owner  or  operator  of  a trailer  parking  area 

shall  maintain  a register  containin'7’  a record  of  all  trailers  and  occup,  ts. 
Such  register  shall  be  available  to  Lhe  health  authority  inspecting  the 
trailer  parking  area  and  shall  be  preserved  for  six  months.  Such  register 
shall  contain: 

a.  The  names  and  permanent  addresses  of  all  trailer  occupants. 

b.  The  make,  type,  model,  and  license  number  of  the  trailer  and  tow  vehicle. 

c.  The  dates  of  arrival  and  departure  of  a trailer  or  its  occupants. 

3-3.3.  Reporting  Communicable  Diseases:  Every  owner,  operator,  attendant  or  other 

person  operating  a trailer  parking  area  shall  notify  the  local  health  authority 
immediately  of  any  suspected  communicable  or  contagious  disease  within  the 
trailer  park  area.  In  the  case  of  disease  diagnosed  by  a physician  as 
quarantinable , the  departure  of  a trailer  or  its  occupants  or  the  removal 
therefrom  of  clothing  or  other  articles  which  have  been  exposed  to  infection 
without  approval  of  the  health  authority  is  prohibited. 
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13.4  Restriction  of  Animals  and  Pets;  No  owner  or  person  in  charge  of  a dog,  cat 
or  other  pet  animal  shall  permit  it  to  run  at  large  or  to  commit  any  nuisance 
within  the  limits  of  any  trailer  parking  area. 

Section  14:  Violations— Penalty — Disposition^ofFines 


14.1  A person  who  violates  provisions  of  this  chapter  or  rules  adopted  by  the 
State  Board  under  provisions  of  this  chapter  is  guilty  of  a misdemeanor . 

On  conviction  he  shall  be  fined  not  less  than  twenty-five  dollars  ($25)  nor 
more  than  onehundred  dollars  ($100).  Fines  shall  be  paid  to  the  County 
Treasurer  of  the  county  in  which  the  tourist  campground  is  located.  The 
County  Treasurer  shall  send  all  fines  collected  to  the  State  Treasurer  for 
deposit  to  the  State  General  Fund. 

(Section  69-5607 , R.C.M. , 1947 t Session  Laws  1967) 
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